2-High Hot Rolling and 4-High Cold Rolling Combination Mill 

YEAR

BRAND

USED FOR

THICKNESS

WIDTH

ROLLING ACCURACY

OPERATION

ROLLING TYPE

ROLLING FORCE




; 2000/ ACTUAL OPERATION TIME= (1) YEAR

; ILDONG ENGINEERING , KOREA.

; FERROUS AND NONFERROUS METAL ROLLING 

(COPPER,ALUMINIUM & ALLOY METAL) 
; HOT ROLLING -MAX 20MM,

COLD ROLLING - MAX 4.5MM, MIN 0.5MM ; MAX200MM/MIN 100MM

; HOT ROLLING - ±0.1MM

COLD ROLLING -±0.01MM

; COMMERCIAL & LABORATORY ROLLING ; NON-REVERSE ROLLING

; MAX 100TONS/EACH ROLLING STAND 

MEASURING FOR ROLLING FORCE
; LOAD CELL (50TONS ) X 4SET

HOT ROLLING (2HIGH)
; 300mmDIAMETER   X 250mmWIDTH

COLD ROLLING(4HIGH)

ROLING SPEED

MILL DRIVE   UNIT

ROLL DRIVE

DRIVE CONNECTION

ROLL GAP ADJUSTMENT CONTROL MOTOR

SPACE FOR MACHINE

TOTAL REQUIRED POWER


;WORK ROLL - 90mmDIAMETER X 250mmWIDTH

BACK-UP ROLL- 300mmDIAMETER X 250mm WIDTH : 28 - 40 M/MIN

; DC37KW(0-1500/2100RPM) X 380VOLTS WITH 

GEAR BOX TYPE SPEED REDUCER

; PINION GEAR BOX WITH UNIVERSAL JOINT ; MANUAL CONTROLLED DOG CLUTCH 
; WORM REDUCER WITH GEARED MOTOR , CHAIN ; 2HIGH MILL- 3.7KW MOTRO, 4HIGH MILL - 5.5KW ; 5,000mm L   X 2500mm W X 2500mm H

; 43.25KW 

