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1300mm X1.5mm ATM AUTO SLITTER LINE 

A:Main technical parameter of slitting 

1..Main motor power: 7.5 kw,380 volt,50HZ 

2.Slitter speed：0-25m/min 

3.Material thickness : Stainless steel, 0.2—0.7mm, 

low carbon &Galvanized steel, 0.2—1.5mm 

4. Material width: Max:1300mm, Min:54mm 

5.Cutting speed:0-35meter/minute ,can be adjusted 

6.Strip number: 9 The width of cutting strips can be adjust 

7.Min strip width:20mm 

8.Cutting tolerance: :²±0.1mm 

9.PLC Control system: National encoder and with LCD operator panel 10:Slitter ways：with roll cutter 8 sets 

11. Roll cutter:9CrSI, HRC52---55。 

12.Diameter of roll cutter；200mm 

B:Data of the decoiler 

1:Coil inner diameter: Ф480mm,Ф508mm,Ф610mm, ,Ф702 2:Coil weight:8,000kg 

3:with a break 

C: Data of the re-coiler 

1:Inner diametr of the coil :mini diameter 480mm 2:outer diameter of the coil:1,000.00mm 
3:motor power:3kw( The speed can be adjusted) 
4:load:10,000kg 

D: The line is composed of un-coiler, slitter machine and re-coiler .It 

controlling by PLC industry computer system 

E:Delivery time 

20 days after receiving down payment 

G. Guarantee: 

within TWO years since the date of B/L, Before deliver you could send one technician to our factory getting trainning,this trainning is free of charge. 
Factory installation;by supplyer（buyer pay room and board）
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