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1650mm X 3.0mm UNGERER Cut-to-length line 

ES-040036 

Technical Data 

maker
UNGERER

year
1986/1990/1997

strip width
380 - 1.650 mm

strip thickness
0,5 - 3,0 mm

reference material ( tensile strength )
420 N/mm²

coil weight
max. 15 t

coil-
max. 1.800 mm

plate length
400 - 6.900 mm

speed
max. 70 m/min

working direction
left  right

space requirement
50 x 10 m

The line consists of:

  coil car

design
overfloor

  foil-/paperwinder
pneumatic

  decoiler with shifting base plate

mandrel-Ø  ( with segments )
508 / 610 mm

expansion
hydraulic

drive
D.C. motor

driving power
14 kW

hold-down device
hydraulic

pinch roll

strip edge control
driven

  coil opener / pinch roll unit / leveller

telescopic table
hydraulic

pinch rolls
2

levelling rolls
1

quick ventilation
hydraulic

drive
D.C. motor
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driving power
18,5 kW


strip centering
manual


crop shear
hydraulic


edge trimmer with scrap cutter

drive
D.C. motor

driving power
18,5 / 31 kW


leveller

type
Planomat

no. of levelling rolls
23

work roll-Ø
43 mm

intermediate roll-Ø
23 mm

no. of supports on top / at the bottom                                           7/7

adjustment of supports ( deflection )                                        electric

motor driven

height adjustment
electric motor driven

swivelling adjustment
electric motor driven

tilting adjustment
electric motor driven

drive
D.C. motor

driving power
182 kW


foil entry


cut-to-length shear

type
Cutronic

drive
D.C. motor

driving power
285 kW


acceleration belt


stacker
2 places

design
vacuum belt

length adjustment
electric motor driven

width adjustment
electric motor driven

height adjustment lifting table


runout roller table with banding device


electrics
SIEMENS

SPS
Siemens S5


hydraulics

