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1650mm x 3.0mm SCHLEICHER BLEMA GOTHA Cut-to-length line 

Technical Data 

maker
SCHLEICHER / BLEMA GOTHA

year
1974/2003

strip width
500 - 1.650 mm

strip thickness
0,6 - 3,0 mm

reference material ( tensile strength )
370 N/mm²

coil weight
max. 20 t

coil-
max. 1.800 mm

plate length
max. 6.000 mm

stacking height
max. 400 mm

stacking weight
max. 3 t

speed
max. 27 m/min

space requirement
approx. 25 x 5 m

working direction
right  left

The line consists of:

  decoiler with hold-down device and
shifting base plate

- mandrel-
508 mm

- expansion
hydraulic

- hold-down device
hydraulic

- pinch roll
hydraulic motor

stripper plate with stop roll

controllable brake
pneumatic

auxiliary drive
3-phase current motor


- coil opener pinch roll unit

- coil opener
hydraulic

- pinch roll drive
3-phase current motor

  edge trimmer 
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- blade shaft-Ø
125 mm

- blade-Ø
300 mm

- drive
D.C. motor


leveller

- no. of levelling rolls
21

- levelling roll-
60 mm

- levelling roll bearing
needle bearing

- no. of supports on top/at the bottom
7/7

- height adjustment of bottom rolls
electro-mechanic

- adjustment range
-3/+20 mm

- tilting adjustment of bottom rolls
manual

- adjustment of upper supports

- main drive
D.C. motor

- motor capacity
35 kW


carry-over table


cut-to-length shear
flying

drive
3-phase current motor


belt conveyor (acceleration belt)


stacker with pinch roll unit

length stop
electro-mechanic

side stop
manual

height adjustment
electro-mechanic


exit roller tables


hydraulics


electrics

