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2050mm x 6.0mm “START-STOP” CUT-TO-LENGTH LINE 

 (informative layout LY-368) 
Main specifications: 

- material: Mild Steel 

- tensile strength (σ)
N/mm²
410

- yield point
N/mm²
230

- material thickness
mm
2 to 6

- max. coil weigth
kg
30000

- coil width
mm
850 - 2050

- max. outside dia. of coil
mm
2200

- inside coil diameter
mm
508-610-760-850

- min.-max cut sheet length
min.-max.   mm
1000-6000

- feeding speed
m/min
16

- working direction
Right to left

MACHINE COMPRISING THE LINE

1.
DOUBLE HEAD UNCOILER / EXPANDING MANDRELS AND CONES TYPE

2.
ELEVATOR WITH 2 COIL STORAGES

3.
PEELER UNIT

4.
LEVELLING MACHINE with 15 levelling rolls Ø 80 mm

5.
ELECTRONIC MEASURING DEVICE

6.
FIX TYPE GUILLOTINE SHEAR

7.
ENTRY AND EXIT ROLLS TO THE GUILLOTINE SHEAR

8.
STACKING TABLE longitudinal unloading

9.
PROTECTION FENCING for uncoiler and coil elevator

10.
PIT COVER for coil elevator

11.    PNEUMATIC, ELECTRIC AND HYDRAULIC UNITS 

