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3200mm x 25mm USED SPIRAL PIPE MILL 

1.  BASIC SPECIFICATION 

1.1 RAW MATERIAL 

COIL O.D : 1200 - 2000mm 
COIL I.D : 610mm 

COIL WIDTH : 500-1650mm 
MATERIAL : Q235 

EDGE TOLERANCE : ≤10/10000mm 
COIL WEIGHT : 30t 

1.2 FINISH PIPE 

PIPE O.D : 800-3220mm 

WALL THICKNESS : 5.0-25mm 
PIPE LENGTH : 8000-20000mm 
CONTROLANGLE : 37˚-78˚ 

1.3 FORMING 

CENTER FORMING TYPE 

1.4 WELDING 

WELDING TYPE : TANDEM TYPE 
WELDING SPEED : 0.8-2.1m/min 
INSIDE WELDER : DC-1500 

OUTSIDE WELDER : DC-1500 

1.5 STRIP SPEED : 0.7-2.6m/min 

1.6 FORMING TYPE : 3-ROLL BENDING, OUT DIAMETER CONTORL TYPE 

1.7 UITILITY 

ELECTRIC : 220/380V 

WATER PRESSURE : 0.2-0.4Mpa 
AIR PRESSURE : 0.4-0.6Mpa 

1.8 ELECTRIC POWER : APPROX200KW
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